
QUALITY CERTIFICATES:

Colour CRI / Temp.     Angle Led Dimming Class

0 White C 930 1 1240lm/10W D Dali I
1 Black N 940 3 2100lm/20W
2 Grey

16602

INFINITY TRIMLESS DOT

LED luminaire in aluminum extrusion frameless to suspend or 
attach to ceiling.
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1 12º
3 34º
4 48º

CRI=90 50.000 h 230 V DRIVER

392 g 1 20

80 mm

40 mm570 mm

DESCRIPTION
INFINITY creates completely customized space through continuous lines of 
lighting. It has been developed for those projects that use three dimensions of 
space. INFINITY is remarkable as a lighting system that does not limit creativity 
of a lighting designer. 

For version DOWN no accessories are required. UGR<19. 
Posibilidades de instalación: 
AIR / DOWN - See accesories on page 2.



80 mm

40 mm35 mm

17935 - INFINITY SUSPENDED 1500 mm (2 units)

17936 - INFINITY SUSPENDED 2500 mm (2 units)

   AIR VERSION ACCESSORIES

Colour

0 White
1 Black
2 Grey

17941 - 1500 mm INFINITY BASE 3 WIRES

17942 - 1500 mm INFINITY BASE 5 WIRES

17943 - 2500 mm INFINITY BASE 3 WIRES

17944 - 2500 mm INFINITY BASE 5 WIRES

TRIMLESS-AIR




